


Features

Works with HomePlug AV
enabled devices

« Enable data transfering through

exisiting power line

Up to 200Mbps transfer rate at
physical layer

128-bit AES Encryption with Key

Management

+ Supports 1024/256/64/16/8-
QAM, QPSK, BPSK and ROBO
modulation schemes

Supports TCP/IP, compatible
with standard routers and
networked deveices

+ Integrated Quiality of Service
(QoS) Enhancements:
contention-free access, four-
level priority based contention
access, and multi segment
bursting

« TDMA and priority based CSMA/

CA channel access schemes
maximize efficiency and
throughput

Built-in 4 Ethernet ports of
PLS300 provide connection to
up to 4 devices

Specifications
Model
Standards
Ports

Buttons
LEDs

Cabling Type
Security features
Security key bits

Environmental
Dimensions

Weight

Power
Certification
Operating Temp.
Storage Temp.

Operating Humidity

Storage Humidity

Package Contents

PLK300
HomePlug AV, IEEE 802.3, IEEE 802.3u

PLE300: Power, Ethernet
PLS300: Power, Ethernet 1-4

PLE300: Reset, HomePlug Simple Connect Button
PLS300: Reset, HomePlug Simple Connect Button

PLE300: Power, Powerline, Ethernet
PLS300: Power, Powerline, Ethernet 1-4

RJ-45, Power
128-bit AES Link Encryption
128

PLE300: 5.83" x 1.38" x 4.06"
PLS300:5.83" x 1.38" x 4.06"

PLE300:6.17 oz
PLS300: 6.70 oz

100-240V AC, 50-60Hz
FCC, CE, UL, IC

32 to 104°F (0 to 40°C)

-4 to 140°F (-20 to 70°C)

10 to 80% Noncondensing
5 to 90% Noncondensing

« Powerline AV Network Adapter

Powerline AV 4-Port Network Adapter
+ User Guide on CD-ROM

- 2 Ethernet network cables

- 2 Power cords
- 2 Stands

Quick Installation Guide

Minimum Requirements
« PCor other device with Ethernet network adapter
« AC power outlet
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The maximum performance for wireless is derived from IEEE Standard 802.11 specifications. Actual performance can vary, including lower wireless
network capacity, data throughput rate, range and coverage. Performance depends on many factors, conditions and variables, including distance from
the access point, volume of network traffic, building materials and construction, operating system used, mix of wireless products used, interference and
other adverse conditions.

Specifications are subject to change without notice.
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